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Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.
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SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.
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Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.
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	Abstract	
	Full text preview

A multi-band CMOS LC Quadrature Voltage Control Oscillator (QVCO) with minimum power consumption is developed to meet the phase noise and frequency band requirements of RFID, Zigbee and Bluetooth standards. To accomplish the multi-band receiving architecture at low power consumption, current switching technique with optimized cross-coupled transistor sizes has been used. A comprehensive analysis of small signal model for complementary architecture including transistor noise sources and their effects on output phase noise amount has been discussed. Using extracted small signal model, coupled and coupling transistor sizes for minimum power consumption and the least achievable phase noise have been optimized. Designed QVCO has been implemented using TSMC 0.18um CMOS technology operating at 1.8V supply voltage. Proposed QVCO generates two separated frequency bands of 1.65-1.85GHz and 2.4-2.5GHz with phase noise of -125dBc/Hz at frequency offset of 3MHz. The total current drawn by QVCO is 7.5mA which makes the power consumption as low as 13.5mW.
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