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Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.
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Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.
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	Abstract	
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The performance of a MEMS (Micro Electro-Mechanical Systems) Sensor in a RFID system has been calculated, simulated and analyzed. It documents the viability - from the power consumption point of view - of integrating a MEMS sensor in a passive tag maintaining its long range. The wide variety of sensors let us specify as many applications as the imagination is able to create. The sensor tag works without battery, and it is remotely powered through a commercial reader accomplishing the EPC standard Class 1 Gen 2. The key point is the integration in the tag of a very low power consumption pressure MEMS sensor. The power consumption of the sensor is 12.5 uW. The specifically developed RFID CMOS passive module, with an integrated temperature sensor, is able to communicate up to 2.4 meters. Adding the pressure MEMS sensor - an input capacity, a maximum range of 2 meters can be achieved between the RFID sensor tag and a commercial reader (typical reported range for passive pressure sensors are in the range of a few centimeters). The RFID module has been fabricated with a CMOS process compatible with a bulk micromachining MEMS process. So, the feasibility of a single chip is presented.
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