



[image: Click to open the HelpDesk interface]



	
		[image: AECE - Advances in Electrical and Computer Engineering - Logo and Registered Trademark]

		
		

		[image: Stefan cel Mare University of Suceava]
		

	



	[image: AECE - Front page banner]


	
	



	
	
	Menu:


	Home
	Current Issue
	Past Issues
	Early Access
	Search
	Author Guidelines
	Paper Submission
	Submission Status
	Reviewer Login
	About
	Citations
	Editorial Board
	Distribution
	Contact
	Support












	FACTS & FIGURES





JCR Impact Factor: 0.800
JCR 5-Year IF: 1.000
SCOPUS CiteScore: 2.0

Issues per year: 4
Current issue: Feb 2024
Next issue: May 2024
Avg review time: 77 days
Avg accept to publ: 48 days
APC: 300 EUR


















	PUBLISHER




Stefan cel Mare
University of Suceava

Faculty of Electrical Engineering and
Computer Science

13, Universitatii Street
Suceava - 720229
ROMANIA


Print ISSN: 1582-7445

Online ISSN: 1844-7600

WorldCat: 643243560

doi: 10.4316/AECE


















	TRAFFIC STATS










2,518,093


unique visits





1,000,721

 downloads 


 Since November 1, 2009 







Robots online now
bingbot
Googlebot


















	SCOPUS CiteScore


[image: SCOPUS CiteScore]


















	SJR SCImago RANK


[image: SCImago Journal & Country Rank]























	LINKS





AECE on Wikipedia

DAS Conference

DAS on Wikipedia

EMCLab Laboratory


Hard & Soft Contest























	TEXT LINKS





Anycast DNS Hosting













		


		




		










	MOST RECENT ISSUES


	 Volume 24 (2024)


 
     »   Issue 1 / 2024
 
 
	 Volume 23 (2023)


 
     »   Issue 4 / 2023
 
     »   Issue 3 / 2023
 
     »   Issue 2 / 2023
 
     »   Issue 1 / 2023
 
 
	 Volume 22 (2022)


 
     »   Issue 4 / 2022
 
     »   Issue 3 / 2022
 
     »   Issue 2 / 2022
 
     »   Issue 1 / 2022
 
 
	 Volume 21 (2021)


 
     »   Issue 4 / 2021
 
     »   Issue 3 / 2021
 
     »   Issue 2 / 2021
 
     »   Issue 1 / 2021
 
 


	  View all issues  














	







	FEATURED ARTICLE





Application of the Voltage Control Technique and MPPT of Stand-alone PV System with Storage, HIVZIEFENDIC, J., VUIC, L., LALE, S., SARIC, M.
Issue 1/2022
AbstractPlus





















	SAMPLE ARTICLES


An Improved Sine Cosine Algorithm for the Day-ahead Microgrid Management in the Presence of Electric Vehicles, QIU, C.
Issue 1/2024
AbstractPlus

Efficient and Power-Aware Design of a Novel Sparse Kogge-Stone Adder using Hybrid Carry Prefix Generator Adder, KHAN, A., WAIRYA, S.
Issue 1/2024
AbstractPlus

Active Disturbance Rejection Control Applied to a Three-Phase Grid-Connected Photovoltaic System, BOUKHRISS, A.
Issue 1/2022
AbstractPlus

Lossy Compression using Adaptive Polynomial Image Encoding, OTHMAN, S., MOHAMED, A., ABOUALI, A., NOSSAIR, Z.
Issue 1/2021
AbstractPlus

Control Based on Linear Matrix Inequalities for Power Converters of an Islanded AC Microgrid, TERAN, R. A. J., PEREZ, J., BERISTAIN, J. A., VALLE, O. A.
Issue 3/2022
AbstractPlus

Lossy Compression using Adaptive Polynomial Image Encoding, OTHMAN, S., MOHAMED, A., ABOUALI, A., NOSSAIR, Z.
Issue 1/2021
AbstractPlus



















	TOP ARTICLES


 Most cited in WOS »


 Most cited in SCOPUS »



 Most read articles »








	






	LATEST NEWS






2023-Jun-28[bookmark: 49]

Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05[bookmark: 48]

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28[bookmark: 47]

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.

2022-Jun-16[bookmark: 46]

SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.

2021-Jun-30[bookmark: 45]

Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.


	
	

		
		
Read More »

	








	
		






	
	
		


	

	    



	



	
	 
	
	



	
	
	

	
	
	
	  1/2013 - 5	View TOC | « Previous Article | Next Article »



	Performance Analysis and Modelling of a Radio Frequency Energy Harvesting System

CIRSTEA, C. [image: See more information about CIRSTEA, C. on SCOPUS] [image: See more information about CIRSTEA, C. on IEEExplore] [image: See more information about CIRSTEA, C. on Web of Science],  PETRITA, T. [image: See more information about  PETRITA, T. on SCOPUS] [image: See more information about  PETRITA, T. on SCOPUS] [image: See more information about PETRITA, T. on Web of Science],  POPESCU, V. [image: See more information about  POPESCU, V. on SCOPUS] [image: See more information about  POPESCU, V. on SCOPUS] [image: See more information about POPESCU, V. on Web of Science], GONTEAN, A. [image: See more information about GONTEAN, A. on SCOPUS] [image: See more information about GONTEAN, A. on SCOPUS] [image: See more information about GONTEAN, A. on Web of Science]

 
	View the paper record and citations in [image: View the paper record and citations in Google Scholar]

	Click to see author's profile in [image: See more information about the author on SCOPUS] SCOPUS, [image: See more information about the author on IEEE Xplore] IEEE Xplore, [image: See more information about the author on Web of Science] Web of Science


	 Download PDF [image: pdficon] (835 KB) | Citation | Downloads: 1,311 | Views: 1,184	


Author keywords
energy harvesting, experimental setup, modelling, performance analysis, radio frequency, simulation


References keywords
networks(7), sensor(6), antennas(6), link(5), materials(4), communications(4)
No common words between the references section and the paper title.

About this article
Date of Publication: 2013-02-28
Volume 13, Issue 1, Year 2013, On page(s): 27 - 32
ISSN: 1582-7445, e-ISSN: 1844-7600
Digital Object Identifier: 10.4316/AECE.2013.01005

Web of Science Accession Number: 000315768300005
SCOPUS ID: 84875296793
	Abstract	[image: Quick view]
	Full text preview

The development of autonomous battery powered systems which can be deployed in inaccessible locations for sensing applications has determined the development of various energy harvesting systems. Such an energy harvester is the one developed by Powercast which can convert the energy of radio frequency signals into useful power. A model of the harvested power can prove to be a useful tool for simulation purposes as it can provide, to some extent, prior knowledge of available energy resources when optimally deploying sensor networks. To obtain an accurate model of the harvested energy we have developed an experimental setup which has been used to determine the harvested power in two different environments, a hallway and a parking lot. We have developed the experimental setup to determine the amount of power available at the output of the radio frequency harvester which consists of a current measurement system and a data acquisition system. We have also modeled through simulations the harvested power based on the characteristics of the transmitter and receiver antennas and those of the environment. We have compared the results obtained through in field measurement with the ones obtained through simulation and we have shown that within certain margins of error of maximum 2 dBm one can successfully predict the amount of energy the system can harvest. However the RF-DC and Boost converter efficiency are also key factors in the quantity of harvested energy. 
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