



[image: Click to open the HelpDesk interface]



	
		[image: AECE - Advances in Electrical and Computer Engineering - Logo and Registered Trademark]

		
		

		[image: Stefan cel Mare University of Suceava]
		

	



	[image: AECE - Front page banner]


	
	



	
	
	Menu:


	Home
	Current Issue
	Past Issues
	Early Access
	Search
	Author Guidelines
	Paper Submission
	Submission Status
	Reviewer Login
	About
	Citations
	Editorial Board
	Distribution
	Contact
	Support












	FACTS & FIGURES





JCR Impact Factor: 0.800
JCR 5-Year IF: 1.000
SCOPUS CiteScore: 2.0

Issues per year: 4
Current issue: Feb 2024
Next issue: May 2024
Avg review time: 77 days
Avg accept to publ: 48 days
APC: 300 EUR


















	PUBLISHER




Stefan cel Mare
University of Suceava

Faculty of Electrical Engineering and
Computer Science

13, Universitatii Street
Suceava - 720229
ROMANIA


Print ISSN: 1582-7445

Online ISSN: 1844-7600

WorldCat: 643243560

doi: 10.4316/AECE


















	TRAFFIC STATS










2,509,243


unique visits





997,791

 downloads 


 Since November 1, 2009 







No robots online now

















	SCOPUS CiteScore


[image: SCOPUS CiteScore]


















	SJR SCImago RANK


[image: SCImago Journal & Country Rank]























	LINKS





AECE on Wikipedia

DAS Conference

DAS on Wikipedia

EMCLab Laboratory


Hard & Soft Contest























	TEXT LINKS





Anycast DNS Hosting













		


		




		










	MOST RECENT ISSUES


	 Volume 24 (2024)


 
     »   Issue 1 / 2024
 
 
	 Volume 23 (2023)


 
     »   Issue 4 / 2023
 
     »   Issue 3 / 2023
 
     »   Issue 2 / 2023
 
     »   Issue 1 / 2023
 
 
	 Volume 22 (2022)


 
     »   Issue 4 / 2022
 
     »   Issue 3 / 2022
 
     »   Issue 2 / 2022
 
     »   Issue 1 / 2022
 
 
	 Volume 21 (2021)


 
     »   Issue 4 / 2021
 
     »   Issue 3 / 2021
 
     »   Issue 2 / 2021
 
     »   Issue 1 / 2021
 
 


	  View all issues  














	







	FEATURED ARTICLE





Analysis of the Hybrid PSO-InC MPPT for Different Partial Shading Conditions, LEOPOLDINO, A. L. M., FREITAS, C. M., MONTEIRO, L. F. C.
Issue 2/2022
AbstractPlus





















	SAMPLE ARTICLES


A Novel Steerable Filter in the Frequency Domain: The Rose Curve Filter, MINTEMUR, O., KAYA, H., DEMIRCI, R.
Issue 2/2021
AbstractPlus

A Novel Resource Sharing Channel Interleaver for 5G NR, LAKSHMI, J. L., JAYAKUMARI, J.
Issue 4/2023
AbstractPlus

Hyper-parameter Tuning for Quantum Support Vector Machine, DEMIRTAS, F., TANYILDIZI, E.
Issue 4/2022
AbstractPlus

Segmented Multistage Reconstruction of Magnetic Resonance Images, FARIS, M., JAVID, T., KAZMI, M., AZIZ, A.
Issue 4/2021
AbstractPlus

Reduction in Total Harmonic Distortion in Induction Motor Drives with High-Performance FPGA Controller, SUMAM, M. J., SHINY, G.
Issue 1/2022
AbstractPlus

Low Voltage PV Interface to a High Voltage Input Source with Modified RVMR, RAMASAMY, S., PALANIVEL, D., MANOHARAN, P. S.
Issue 4/2022
AbstractPlus



















	TOP ARTICLES


 Most cited in WOS »


 Most cited in SCOPUS »



 Most read articles »








	






	LATEST NEWS






2023-Jun-28[bookmark: 49]

Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05[bookmark: 48]

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28[bookmark: 47]

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.

2022-Jun-16[bookmark: 46]

SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.

2021-Jun-30[bookmark: 45]

Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.


	
	

		
		
Read More »

	








	
		






	
	
		


	

	    



	



	
	 
	
	



	
	
	

	
	
	
	  3/2013 - 10	View TOC | « Previous Article | Next Article »



	 HIGH-IMPACT PAPER 


	Design Solutions for Reducing the Cogging Torque of PMSM

TUDORACHE, T. [image: See more information about TUDORACHE, T. on SCOPUS] [image: See more information about TUDORACHE, T. on IEEExplore] [image: See more information about TUDORACHE, T. on Web of Science], MODREANU, M. [image: See more information about MODREANU, M. on SCOPUS] [image: See more information about MODREANU, M. on SCOPUS] [image: See more information about MODREANU, M. on Web of Science]

 
	View the paper record and citations in [image: View the paper record and citations in Google Scholar]

	Click to see author's profile in [image: See more information about the author on SCOPUS] SCOPUS, [image: See more information about the author on IEEE Xplore] IEEE Xplore, [image: See more information about the author on Web of Science] Web of Science


	 Download PDF [image: pdficon] (906 KB) | Citation | Downloads: 1,354 | Views: 5,538	


Author keywords
cogging torque reduction, finite element method, permanent magnet machines


References keywords
permanent(18), magnet(18), torque(15), motors(11), synchronous(10), cogging(8), optimization(7), energy(6), reduction(5), motor(5)
Blue keywords are present in both the references section and the paper title.

About this article
Date of Publication: 2013-08-31
Volume 13, Issue 3, Year 2013, On page(s): 59 - 64
ISSN: 1582-7445, e-ISSN: 1844-7600
Digital Object Identifier: 10.4316/AECE.2013.03010

Web of Science Accession Number: 000326321600010
SCOPUS ID: 84884930741
	Abstract	[image: Quick view]
	Full text preview

This paper analyzes design solutions able to reduce the Cogging Torque (CT) amplitude of Permanent Magnet Synchronous Machines (PMSMs). The common point of these solutions is the particular constructions of the stator magnetic core from two concentric steel lamination stacks that leads to a closed stator slots structure in the air-gap region. The efficiency of the studied solutions is evaluated by Finite Element (FE) analysis for two different types of PMSMs: the first one with Surface Permanent Magnets (SPMs) and the second one with Interior Permanent Magnets (IPMs). The influence of the special stator constructions on the performances of the two types of machines is emphasized also in the paper, with positive and negative effects. This study proves that a PMSM whose stator magnetic core is designed as shown, leads to an important decrease of CT amplitude in comparison with a classical machine. Moreover, the studied design solutions may be mixed with other CT reduction methods so as to optimize the overall PMSM performance. A part of the numerical model results were experimentally validated.
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