







	
		

		
		

		
		

	



	


	
	



	
	
	Menu:


	Home
	Current Issue
	Past Issues
	Early Access
	Search
	Author Guidelines
	Paper Submission
	Submission Status
	Reviewer Login
	About
	Citations
	Editorial Board
	Distribution
	Contact
	Support












	FACTS & FIGURES





JCR Impact Factor: 0.800
JCR 5-Year IF: 1.000
SCOPUS CiteScore: 2.0

Issues per year: 4
Current issue: Feb 2024
Next issue: May 2024
Avg review time: 78 days
Avg accept to publ: 48 days
APC: 300 EUR


















	PUBLISHER




Stefan cel Mare
University of Suceava

Faculty of Electrical Engineering and
Computer Science

13, Universitatii Street
Suceava - 720229
ROMANIA


Print ISSN: 1582-7445

Online ISSN: 1844-7600

WorldCat: 643243560

doi: 10.4316/AECE


















	TRAFFIC STATS










2,487,433


unique visits





990,974

 downloads 


 Since November 1, 2009 







Robots online now
bingbot
PetalBot


















	SCOPUS CiteScore





















	SJR SCImago RANK


























	LINKS





AECE on Wikipedia

DAS Conference

DAS on Wikipedia

EMCLab Laboratory


Hard & Soft Contest























	TEXT LINKS





Anycast DNS Hosting













		


		




		










	MOST RECENT ISSUES


	 Volume 24 (2024)


 
     »   Issue 1 / 2024
 
 
	 Volume 23 (2023)


 
     »   Issue 4 / 2023
 
     »   Issue 3 / 2023
 
     »   Issue 2 / 2023
 
     »   Issue 1 / 2023
 
 
	 Volume 22 (2022)


 
     »   Issue 4 / 2022
 
     »   Issue 3 / 2022
 
     »   Issue 2 / 2022
 
     »   Issue 1 / 2022
 
 
	 Volume 21 (2021)


 
     »   Issue 4 / 2021
 
     »   Issue 3 / 2021
 
     »   Issue 2 / 2021
 
     »   Issue 1 / 2021
 
 


	  View all issues  














	







	FEATURED ARTICLE





Analysis of the Hybrid PSO-InC MPPT for Different Partial Shading Conditions, LEOPOLDINO, A. L. M., FREITAS, C. M., MONTEIRO, L. F. C.
Issue 2/2022
AbstractPlus





















	SAMPLE ARTICLES


Proposal of Grid-Forming and Grid-Feeding Converter Control for Transition of AC Microgrid Operating Modes, TERAN, R., PEREZ, J., MALDONADO, E., VILLALOBOS-PINA, F.-J.
Issue 4/2023
AbstractPlus

Classification of Diabetic Retinopathy disease with Transfer Learning using Deep Convolutional Neural Networks, SOMASUNDARAM, K., SIVAKUMAR, P., SURESH, D.
Issue 3/2021
AbstractPlus

Breakdown Probability, Reliability and Streamer Dynamics in Transformer Oil based Hybrid Nanofluid, BHATT, M., BHATT, P.
Issue 2/2023
AbstractPlus

Quality of Experience Assessment for HTTP Based Adaptive Video Streaming, ARSENOVIC, M., RIMAC-DRLJE, S.
Issue 1/2023
AbstractPlus

Different Concepts of Grid-Connected Microgrids with a PV System, Battery Energy Storage, Feed-in Tariff, and Load Management Using Fuzzy Logic, ZEC, L., MIKULOVIC, J.
Issue 3/2022
AbstractPlus

Transfer Learning Based Convolutional Neural Network for Classification of Remote Sensing Images, RAMASAMY, M. P., KRISHNASAMY, V., RAMAPACKIAM, S. S. K.
Issue 4/2023
AbstractPlus



















	TOP ARTICLES


 Most cited in WOS »


 Most cited in SCOPUS »



 Most read articles »








	






	LATEST NEWS






2023-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.

2022-Jun-16

SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.

2021-Jun-30

Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.


	
	

		
		
Read More »

	








	
		






	
	
		


	

	    



	



	
	 
	
	



	
	
	

	
	
	
	  1/2017 - 14	View TOC | « Previous Article | Next Article »



	 HIGHLY CITED PAPER 


	Three-Level Delta Modulation for Laplacian Source Coding

DENIC, B.   ,  PERIC, Z.   , DESPOTOVIC, V.   

 
	View the paper record and citations in 

	Click to see author's profile in  SCOPUS,  IEEE Xplore,  Web of Science


	 Download PDF  (1,320 KB) | Citation | Downloads: 696 | Views: 2,728	


Author keywords
delta modulation, Huffman coding, predictive coding, signal to noise ratio, speech coding


References keywords
speech(10), processing(7), delta(7), coding(7), signal(5), recommendation(4), quantization(4), design(4), adaptive(4)
Blue keywords are present in both the references section and the paper title.

About this article
Date of Publication: 2017-02-28
Volume 17, Issue 1, Year 2017, On page(s): 95 - 102
ISSN: 1582-7445, e-ISSN: 1844-7600
Digital Object Identifier: 10.4316/AECE.2017.01014

Web of Science Accession Number: 000396335900014
SCOPUS ID: 85014257330
	Abstract	
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This paper proposes a novel solution for coding of time varying signals with Laplacian distribution, which is based on delta modulation and three-level quantization. It upgrades the conventional scheme by introducing the quantizer with variable length code. Forward adaptive scheme is used, where the adaptation to the signal variance is performed on frame-by-frame basis. We employ configurations with simple fixed first-order predictor and switched first-order predictor utilizing correlation. Furthermore, we propose different methods for optimizing predictor coefficients. The configurations are tested on speech signal and compared to an adaptive two-level and four-level delta modulation, showing that proposed three-level delta modulation offers performance comparable to a four-level baseline with significant savings in bit rate. 
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