







	
		

		
		

		
		

	



	


	
	



	
	
	Menu:


	Home
	Current Issue
	Past Issues
	Early Access
	Search
	Author Guidelines
	Paper Submission
	Submission Status
	Reviewer Login
	About
	Citations
	Editorial Board
	Distribution
	Contact
	Support












	FACTS & FIGURES





JCR Impact Factor: 0.800
JCR 5-Year IF: 1.000
SCOPUS CiteScore: 2.0

Issues per year: 4
Current issue: Feb 2024
Next issue: May 2024
Avg review time: 78 days
Avg accept to publ: 48 days
APC: 300 EUR


















	PUBLISHER




Stefan cel Mare
University of Suceava

Faculty of Electrical Engineering and
Computer Science

13, Universitatii Street
Suceava - 720229
ROMANIA


Print ISSN: 1582-7445

Online ISSN: 1844-7600

WorldCat: 643243560

doi: 10.4316/AECE


















	TRAFFIC STATS










2,487,551


unique visits





991,256

 downloads 


 Since November 1, 2009 







Robots online now
bingbot
Googlebot


















	SCOPUS CiteScore





















	SJR SCImago RANK


























	LINKS





AECE on Wikipedia

DAS Conference

DAS on Wikipedia

EMCLab Laboratory


Hard & Soft Contest























	TEXT LINKS





Anycast DNS Hosting













		


		




		










	MOST RECENT ISSUES


	 Volume 24 (2024)


 
     »   Issue 1 / 2024
 
 
	 Volume 23 (2023)


 
     »   Issue 4 / 2023
 
     »   Issue 3 / 2023
 
     »   Issue 2 / 2023
 
     »   Issue 1 / 2023
 
 
	 Volume 22 (2022)


 
     »   Issue 4 / 2022
 
     »   Issue 3 / 2022
 
     »   Issue 2 / 2022
 
     »   Issue 1 / 2022
 
 
	 Volume 21 (2021)


 
     »   Issue 4 / 2021
 
     »   Issue 3 / 2021
 
     »   Issue 2 / 2021
 
     »   Issue 1 / 2021
 
 


	  View all issues  














	







	FEATURED ARTICLE





Analysis of the Hybrid PSO-InC MPPT for Different Partial Shading Conditions, LEOPOLDINO, A. L. M., FREITAS, C. M., MONTEIRO, L. F. C.
Issue 2/2022
AbstractPlus





















	SAMPLE ARTICLES


GA and PSO Based Approaches for Fast Optimization of External Rotor Switched Reluctance Motor Design Parameters, POLAT, M., YILDIZ, A.
Issue 2/2023
AbstractPlus

A Single Source Hybrid Nine-Level Multilevel Inverter with Extension Topology, SANTHOSH KUMAR, K. V., DHEEPANCHAKKRAVARTHY, A.
Issue 2/2023
AbstractPlus

A Semi-automatic Heart Sounds Identification Model and Its Implementation in Internet of Things Devices, JUSAK, J., PUSPASARI, I., KUSUMAWATI, W. I.
Issue 1/2021
AbstractPlus

Performance Analysis of Ryu-POX Controller in Different Tree-Based SDN Topologies, CABARKAPA, D., RANCIC, D.
Issue 3/2021
AbstractPlus

A New Parametric DFT-Based OFDM Transceiver for Intrinsic Wireless Communication Encryption, CHERGUI, L., BOUGUEZEL, S.
Issue 1/2024
AbstractPlus

Generalized Model of Economic Dispatch Optimization as an Educational Tool for Management of Energy Systems, PAPAZIS, S. A., BAKOS, G. C.
Issue 2/2021
AbstractPlus



















	TOP ARTICLES


 Most cited in WOS »


 Most cited in SCOPUS »



 Most read articles »








	






	LATEST NEWS






2023-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.

2022-Jun-16

SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.

2021-Jun-30

Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.


	
	

		
		
Read More »

	








	
		






	
	
		


	

	    



	



	
	 
	
	



	
	
	

	
	
	
	  3/2018 - 13	View TOC | « Previous Article | Next Article »



	 HIGH-IMPACT PAPER 


	A Phasor Estimation Algorithm based on Hilbert Transform for P-class PMUs

RAZO-HERNANDEZ, J. R.   ,  VALTIERRA-RODRIGUEZ, M.   ,  GRANADOS-LIEBERMAN, D.   ,  TAPIA-TINOCO, G.   , RODRIGUEZ-RODRIGUEZ, J. R.   

 
	View the paper record and citations in 

	Click to see author's profile in  SCOPUS,  IEEE Xplore,  Web of Science


	 Download PDF  (1,688 KB) | Citation | Downloads: 1,347 | Views: 3,082	


Author keywords
error compensation, Hilbert space, IEEE Standards, phasor measurement unit, power systems


References keywords
power(18), phasor(16), measurement(14), estimation(9), systems(8), system(6), instrumentation(5), dynamic(5), delivery(5), applications(5)
Blue keywords are present in both the references section and the paper title.

About this article
Date of Publication: 2018-08-31
Volume 18, Issue 3, Year 2018, On page(s): 97 - 104
ISSN: 1582-7445, e-ISSN: 1844-7600
Digital Object Identifier: 10.4316/AECE.2018.03013

Web of Science Accession Number: 000442420900013
SCOPUS ID: 85052136009
	Abstract	
	Full text preview

Phasor measurement units (PMUs) play an important role in many applications of power systems. In order to ensure a reliable performance, the phasor estimation algorithm has to satisfy a set of requirements stated in the IEEE Standard C37.118.1, which establishes the test conditions and requirements for steady-state and dynamic conditions. There, two classes of performance, P and M, can be found. In general, P-class is intended for applications that require fast response and M-class is used when greater precision is necessary. In this paper, a novel algorithm based on Hilbert transform for phasor estimation in compliance with the IEEE standard C37.118.1 for P-class is proposed. Advantages of the proposal are a fast response and a low computational burden due to the HT implementation as a low-order filter of one cycle. Further, two low-complex strategies of compensation are proposed. The proposal is validated using all the test conditions specified in the IEEE Standard C37.118.1. Besides that, real voltage and current signals of an electrical system are analyzed. The obtained results demonstrate that the new proposal can meet all the requirements for P-class performance. 
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