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2023-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.

2022-Jun-16

SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.

2021-Jun-30

Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.
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	Abstract	
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Researchers dealing with electric motor control simulations need motor parameters for some desired operating conditions. Despite such an obvious need, no algorithm yielding motor parameters can be found even for the basic set of desired /voltage, output power, speed and efficiency/ in the literature. A lot of electric motor design methods exist; but all give the physical design parameters for manufacturing such as numbers and dimensions of slots, magnets and turns. They are usually based on design requirements that only experienced people can understand and the mentioned basic demand set is not completely included among them. This article covers the deficiency of the algorithms giving all the model parameters required for the control simulations for dc servo, induction, and synchronous motors according to simple design requirements that an inexperienced researcher can easily understand. A transformer design algorithm is also included. The induction motor and salient-pole synchronous motor algorithms are the main contributions. The propositions can be used even if the demands are given for generator mode with some care. These algorithms may also be considered as another kind of design and they may help to reduce physical designs to lower-level steps according to simple design requirements.
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