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2023-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.

2022-Jun-16

SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.

2021-Jun-30

Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.
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A solution strategy is presented using a five-section transmission line impedance transformer aiming for multiple band matching network circuits. In this paper, the analysis, which is based on the transmission line theory and application of the evolutionary algorithm for the solution of the stated problem are explained. Design of the matching networks was performed and optimized at three different frequencies 1.8 GHz, 2.4 GHz and 3 GHz at the same time. Tests were performed for two different load configurations. The optimized design values obtained from the particle swarm optimization algorithm were verified for correctness using microwave simulator. After the fabrication of the circuits, the measurements were taken for these circuits for the validation of the design. From the observations that were made, it can be concluded that particle swarm optimization can be a good choice for the design and optimization of multiple band matching network circuits.
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