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2023-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2022. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.800 (0.700 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 1.000.

2023-Jun-05

SCOPUS published the CiteScore for 2022, computed by using an improved methodology, counting the citations received in 2019-2022 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2022 is 2.0. For "General Computer Science" we rank #134/233 and for "Electrical and Electronic Engineering" we rank #478/738.

2022-Jun-28

Clarivate Analytics published the InCites Journal Citations Report for 2021. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 0.825 (0.722 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.752.

2022-Jun-16

SCOPUS published the CiteScore for 2021, computed by using an improved methodology, counting the citations received in 2018-2021 and dividing the sum by the number of papers published in the same time frame. The CiteScore of Advances in Electrical and Computer Engineering for 2021 is 2.5, the same as for 2020 but better than all our previous results.

2021-Jun-30

Clarivate Analytics published the InCites Journal Citations Report for 2020. The InCites JCR Impact Factor of Advances in Electrical and Computer Engineering is 1.221 (1.053 without Journal self-cites), and the InCites JCR 5-Year Impact Factor is 0.961.
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	Abstract	
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Manageable electricity demand capacity and the user activities that make up this demand is crucial for aggregators in residential demand response events. In this study, it was aimed to generate residential electricity power profiles by the enhanced activity-based load models to determine manageable demand potential. A novel method that aggregators may estimate realistic residential manageable demand capacity was presented. The method can also be used to specify which incentives that cause suitable activity changes of the consumer. Studies were performed on several home appliances associated with different activities. Using load models that are based on collected energy consumption data, consumer behaviors, behavioral adaptations, habits, and physical determinants were embedded in both activities and loads' power profiles. It was observed from simulations that deferrable loads had a significant share in total electricity consumption.
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